
"Equipment suitable for suctioning liquids and sewage from the drain 
cesspools and cleaning of sewage pipes " 
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EQUIPMENT OPERATION CONTROL PANEL

The control panel, for the operation of the equipment, is placed in the rear left part 
of the vehicle in a locked box. 
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DESCRIPTION OF THE MAIN EQUIPMENT COMMANDS

WATER PUMP HOUR 

COUNTER 

VACUUM PUMP HOUR 

COUNTER 

FIRST BOOM 

JOYSTICK 

SECOND BOOM 

JOYSTICK 

WORKING LIGHT 

This instrument indicates the hours of operation of the 
HIGH PRESSURE PUMP. 
This instrument indicates the working hours of the 
VACUUM PUMP. 
This 4-position cursor allows the following commands: 
OPEN: opens the valve so that the boom can begin to suck 
up liquids; 
CLOSE: operation opposite to the previous one; EXTEND: 
allows the telescopic extension of the boom arm; 
RETRACT: o eration o osite to the revious one. 
This 4-position cursor allows the following commands: 
UP: allows the boom to be raised; DOWN: operation 
opposite to the previous one; LEFT: allows anti-clockwise 
rotation of the boom; RIGHT: allows the boom to rotate 
clockwise. 
This command allows the different functions of the boom 

is command en ages the operation of the vacuum or 

rses the operation of the decompressor 
ssure in the tank. 
and is the main switch for operating the 

ent. 

ht indicates that the oil pump is used to use the 
ent accessories and to use the transfer 

mand activates the operation of the high pressure 

nd is used to carry out the unloading of the 

This command allows the purifier discharge valve to 
o en.
This command allows the turning on and off of the white 
rear work Ii ht. 

SUCTION BOOM LIGHT 
This command allows the boom work light to tum on and 
off. 

ENGINE 

ACCELERATOR+ 

This command is used to adjust the engine rpm for optimal 
o eration of the e ui ment.
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They are characterized by a very high filterability and allow the use of very narrow porosity filters (3 
microns) in hydraulic circuits. 

APPLICATIONS

AGIP ARNICA are hydraulic fluids particularly suitable for use in systems with proportional solenoid 

valves, signaling systems, on-board hydraulic systems, shock absorbers and other hydraulic equipment 

subject to wide temperature excursions or in those cases they are necessary, as an alternative to normal 

products, for the control and transmission of power where extremely high-index oils are required for 

the design or for the operating conditions. In  addition, they are recommended for precision machinery 

where braking torque variations caused by temperature variations must be contained in very restricted 

values. 

SPECS AND APPROVALS 

The AGIP ARNICA meet the following classifications and specifications and / or are approved by the 
following organizations or manufacturers: 

- ISO-L-HV

- ISO 11158

- AFNOR NF E 48603 HY
- AISE 127

- ATOS Tab. P 002-0/1
- BS 4231 HSE

- CETOP RP 91 H HY

- COMMERCIAL HYDRAULICS
- Danieli Standard 0.000.001 (AGIP ARNICA22, 46, 68)
- EA TON VICKERS 1-286-53

- EATON VICKERS M-2950
- DIN 51524 t.3 HVLP

- LAMB LANDIS- CINCINNATI P68, P69 e P70

- LINDE

- PARKER HANNIFIN (DENISON) HF-O
- REXROTH RE 90220-1/11.02

- SAUER-DANFOSS 520L0463
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